SE) B
SPACE SHUTTLE BANGE SAFETY COMMAND S |
DESTRUCT SYSTEM ANALYSIS AND VERIFICATION,
PHASE ||-f’ JDNANCE GPTK)NS FOR A SPACE_SHUTTLE .‘

_EANGE SAFETY COMMAND DESTRUCT SYSTEM,

PR

H

D

L Aeh

PREPARED FOR THE

ELECTE
s 00 5 08
NATIONAL AERONAUTICS AND SPACE ADMINISTRATION

GEORGE C. MARSHALL SPACE FLIGHT CENTER, ALABAMA o s

/0/

‘ o

NASA DEFENSE PURCHASE REQUEST H—-130478 ; }/}/} l{ Lt ’(',/ﬁ/
NAVSURFWPNCEN TASK NO. WR14ZANO1 [/}: d—
%2 !
Approved for public release, distribution unlimited, P‘ L
l; y r ,

P [ e 1
s AT e

. ”‘Vﬁb‘*‘"ﬁ" z}i;,{.;,!ﬁ«. ‘ 3

34
7
T M.
O
A
)
h |
-~
N\
S
1

A SRR R

NAVAL SURFACE WEAPONS CENTER

Dahigren, Virginia 22448 » Silver Spring, Maryland 20970

. o *, A
an b 0 B P, AT TR e PNt

f et
2
*

Z . o
( j‘(/ NSW%’R-BO‘ -417 / - ‘ﬂ'

RN ——

A emdns i

S e

R R IR 7T 03 o b o B



UNCLASSIFIED
SECURITY CLASSIFICATION OF THIS PAGE (When Duta Enund)
READ INSTRUCTIONS
PEPORT DOCUMENTATION PAGE BEFORE COMPLETING FORM

T REPORT NUMBER Z. GOVT ACCESSION NOJ| 3. RECIPIENT'S CATALOG NUMBER

NSWC TR 80-417 ¢ AD-A108 3¢
4. TITLE (and Subtitle) 5 TYPE OF REPORT & PERIOD COVERED

PHASE II - SPACE SHUTTLE BANGE ?AFETY COMMAND ,

DESTRUCT SYSTEM ANALYSTS AND VERIFICATION Final

- 6. PERFORMING ORG. REPORT NUMBER

7. AUTHOR(#) - . CONTRACT ON GRANT NUMBER(A)

W. M. Hinckley, D. L. Lehto, N. L. Coleburn,
A. J. Gorechlad, J. M. Ward, and J. Petes

9. PERFORMING ORGANIZATION NAME AND ADDRESS LI
Naval Surface Weapons Center

White Oak Laboratory

Silver Spring, MD 20910 NASA 0,0,R15KA
11. CONTROLLING OFFICE NAME AND ADDRESS 12. REPORT DATE
March 1981
13. NUMBER OF PAGES
129

2. MONITORING AGENCY NAME & ADDRESS({f different from Controlling Oftice) 18, SECURITY CLASS. (of this teport)

UNCLASSIFIED
18a. DECLASSIFICATION/ DOWNGRADING
SCHEDULE

16. OISTRIBUTION STATEMENT (of thia Report)

Approved for public release; distribution unlimited.

17. DISTRIBUTION STATEMENT (of the abatract entered In Block 20, 1! dilferent irom Report)

18 SUPPLEMENTARY NOTES

“RE v b K (/F\> o

19. KEY WORDS (Continue on rsverse side i neceasary and identity by block number)

space shuttle solid rocket booster finite elements fragments
destruct system structural response flight dynamies detonation
linear shaped charge explosion debris

external tank aerodynamic drag hydrogen-oxygen-air

orbiter _stress analysis . hlast.

[20.” ABSTRACT (Continue on reveras side 11 necessnry and identify Dy blotk numbar)
ET™Nnounted command destruct system ordnance options ‘'ere analyzed and judged
on the basis of performance, cost, weight, development time, safety and ease
of installation. A system using LSC's installed in the cable tray on the ET
LOX/LHg tanks was recommended.

B

DD . FORM ]‘73 EOCITION OF 1 NOV €5 1S OBSOLETE

Jan S/N 0102-LF-014.660) UNCLASSIFIED

SECURITY CLASSITICATION OF THIS PAGE (When Data Batered)

AR




L34

T

T ey T TR SRR T R

3
2 4
" aly
§ [
3 £oo f 8
laad K
. wnls
L 219
,n .AM.
21
t L
I
! ]
. I t
©
M {
. i
I i
. @
.

UNCLASSIFIED
SECURITY CLASSIFICATION OF THIS PAGE (When Data Entered)

e i
: SR SR N R A

7?5»%%&%%&;%%. o g wma ’




YR P

i
K
N,

4
5
i

"
5
3

PR T

ko

SR

gi

.
4
:
]
3

SRR YR

cxd

FLINTREI IR e

T

oy s R W Sy SR VR TITIET, WP

NSWC TR 80-417 ‘ﬁgccessiop Yor
NTIS GRAXX g
DTIC TAB
Unannounced O
Justification
BY o]
pistribution/ |

Availabili}gﬁggdes
Avail and/or

FOREWORD

Dist Special

4

vl

This report is submitted to the National Aeronautics and Space Administration
(NASA), George C. Marshall Space Flight Center, Alabama, in fulfillment of the NASA-
Defense Purchase Request H-13047B dated 15 May 1975 and as modified by Amendment 3
on 8 March 1976. The initial purchase request called for a study of the then current
Space Shuttle Range Safety Command Destruct System. The results of that Phase 1
study, indicating marginal performance of the system, were transmitted to NASA in a

letter report dated 2 February 1976.

The current Phase II study analyzes ordnance options for a destruct system that
will overcome the shortcomings of the earlier system and will assure catastrophic
breakup of the external liquid propellant tanks of the Space Shuttle. The new
analysis, reported herein, indicates the feasibility of a destruct system utilizing
linear-shaped charges mounted in the operational instrumentation trays on the external

tank to accomplish the objective.

A current Phase III study under a new amendment to the purchase request is
developing the break-up model of the Space Shuttle cluster at various times into

flight,

The work described in this report represents the cooperative effort of many
persons here at the White Oak Laboratory, Marshall Space Flight Center, and various
NASA contractor facilities. To name all to whom we, the authors of this report, are
indebted would be impossible since much of the necessary information and the proffered
help came {rom "staff." So, to these staffs — many thanks. The fact that we had easy
access to these sraffs at Marshall Space Flight Center, Martin Marietta Aerospace,
Michoud, Louisiana, Rockwell International, Downey, California, and other places, is
due to the efforts of Jack Roach, Code EL-42, MSFC. His managerial and technical
direction and guidance of the task, executed so cooperatively and patiently, are
greatly appreciated. The final touch to this report, its typing, represents the
dedicated efforts of Monica Lloyd, Valarie Williams, and Wanda Ohm who strived
mightily, and succeeded, against great odds, e.g., short deadline, poorly legible

manuscripts, and the press of other tasks.

N.L. COLEBURN
W.M. HINCKLEY
D.L. LEHTO

Thanks!

T.P. LIDDIARD
R.E. PHINNEY
J. PETES, Team Leader

i

J. F. PROCTOR
By direction

R T T A s




NSWC TR 80-417

CONTENTS
Chapter Page
1 BACKGROUND . ¢ « ¢t v aeeseasvnonsnsassnonsansesnssssssssnsssonsnsenansas 1-1
INTRODUCTION. « e v v veevanenenansesnnosnsosnasesassocsssassnsseasnss 1-1
OBJECTIVES. ¢ vt vuuoenensancnsnnonssesonesasnssasssncsosnsnsasnssss 122
ASSUMPTIONS .« v vsvsvvannsnessusnsnenenssoesssssosnessnsassnsens 122
SCOPE OF WORK. + e vveeensesnasnneonnsnsnaosesnsonosneennssonasass 122
DESCUSSTON . ¢4t e e eeenvnsnsnensnsneesnnnsosssessssessscssasosonnnn 1-3
SUMMARY . & e oo v e tneesnasnsusnnassassoauonensosonsnssnsssssssensnans 125
2 EXECUTIVE SUMMARY. .. .uueueenornsneocesnseasnsaseanssassssssnsnsses 2-1
OBJECTIVES AND ANALYSES. . .0 eususeesnanssesesssnsssononsnsenenesss 2-1
CONCLUSTONS .« ¢ v e v e vnesennnesasnsunsneassosssnsnsasesssssssseseees 273
3 STRUCTURAL DAMAGE AND BLAST CCNSIDERATIONS....evovevseocnssssnensas 3-1
STRUCTURAL ANALYSIS. .vueuereeneaensnnensasnonaeesssanssnonsnsans 3-1
INTRODUCTION .« s s e v v tveusennsensassnsnnensssosusoscssnsasansasns 3-1
EXPLOSIVE CHARGE CENTRALLY LOCATED IN INTERTANK......c.eoeneess 3-2
EXPLOSIVE CHARGE CENTRALLY LOCATED IN LH2 TANK......vevvusoeoes 3=7
LINE SOURCE NEAR WALL OF LOX OR LH2 TANK....evevsenerensenassss 3-10
SUMMARY .+« e v et e eenennensnneuennsusnansansnsnsennnsssensnansnsnss 3=12
MIXING AND BLAST YIELDS. . .uuueueusonenenonsnsasonensnsssssseeesss 3-13
ON LAUNCH PAD. .t eesvunenensenenenreienansnsncenossnennsosssases 3=13
CONFINED MIXING .+t e vsvveneunrnnneneancnensnsusensesnenasnnnns cor 3-14
é DUMPING TO OUISIDE OF ET......... S t
Bl 4 EXPLOSIVE SYSTEM OPTIONS — DEVICES INSIDE INTERTANK............o.... 4-1
S BARE CHARGES .t st stueeenusnonusunnsensesuonsnsensosnsanenns e b1
| - SINGLE LARGE CHARGE. ..t tvenenenrnrnnsenronesoannnnnns cereeeee. 41
I SMALL CHARGE NEAR WALL. .. ..uvuiuenrnsnnnneronesonnensusnosnenss bol
Bl FOCUSED~BLAST CHARGES ... vrevuvennsenrensneneseenansnssnseasesanens be1
4 CASED CHARG .4 vt vvenvenneenesasesannncesnesonoseionenansnennanes b2
e CONTINUOUS B CHARGE. e e v evneenuneennennnsonnsnsnsnnesenananses 42 y
§ CONICALLY AND JEMISPHERICALLY-LINED SHAPED CHARGES..........0cv.. 4-2
X CONICALLY LINED (TANDEM) .t evevvuerenenonenanonsneonnsnsnenaanes b2
| £ HEMISPHERICALLY LINED...tvuuiverusinnvensnnnsnneneennsennsnaens b2 :
L EXPLOSIVE COMPOSITIONS. ..euvevrseunnesensncnonsnenonsnenscensss 410
E d LINEAR-SHAPED CHARGE DESTRUCT CONFIGURATIONS....vovsvvsuousnenenss 4=12
bygE EXPLOSTVE PENETRATOR. e v vvvevernnesneenneacnsosroacnascnsssnnenss =14
B INTRODUCTION .« e e v vveveeaenncesnsesnansnesanasensnonsasasnanans, 414

ii




RV P L P T &l A r—
& s WRTER TP

[;: Bt rmem e

NSWC TR 80-417
CONTENTS — Continued
Chapter ' Page

4 CHARGE SIZE REQUIRED....titenitvioenreeneoocsnscassacnonsarasnans 4-16
VELOCITY LOSS CAUSED BY PUNCHING TANK........... ceeene ceeens ... 4-16

DRAG SLOWDOWN......ocovvannn Cecerens Checeessretensernes ceenesss 4-16
STABILITY..eivivinreneneecnnnscnnnen Ceeeens B A ¥

' TYPICAL DESIGN...... Cetess et erectaenetateeannee N e Y
CONCLUSIONS.....cveunn Cretetere ettt Ceesesevierenn .. 4-18
OTHER SYSTEMS.. ........... S A L]
DISCUSSION AND COMPARISONS OF IT-SITED DESTRUCT SYSTEMS. cees 4-18

5 EXPLOSIVE SYSTEM OPTIONS: DEVICES OUTSIDE INTERTANK......... Ceeenn
INTRODUCTTION « « v e e e v e evesneaensenneeaneannennnss e reeans

HYBRID (HEMISPHERICALLY LINED SHAPED CHARGES) "SYSTEM. .. ouvvnnn.
LINFAR-SHAPED CHARGES......cvun.. e e ettt

HYBRID SYSTEM.......... e ettt e ..

LOX TANK DESTRUCT CHARGE.......oorooomsoii e

ET CROSS-BEAM CHARGE FOR LH) TANK DESTRUCT. ... . ... A, .

: LINEAR -SHAPED CHARGES ON ET....... e e et
: TARGET CONSIDERATIONS. :uvuuveerennnns e e

i
= DN = e

i
o

u-¥1U|u|u'¥-uwu1uwu1u1
I
o~ 2O

4 TEST CONSIDERATIONS..... et ies ettt et R e
i TES . ARRANGEMENTS . ¢ttt veeeverseennsnsnneensnsosnsasnanensnes . 5-

: RESI LTS s v e vt eeeevsnnennonnosssasaseneonossencsnsansessesssases 5=16
‘ DISCUSSION..... ettt bte e et et et et e ... 5-18

BRACKET FAILURE ANALYSIS.......cv.v... Cerereraees Cereieseaaan 5-20
SUMMARY AND CONCLUSIONS. .. eievreenevancnonasesnssnnnenns e 5-26
COMPARISON OF SYSTEMS WITH DEVICES OUTSIDE INTERTANK...eveeusevsn 5-27
HYBRID SYSTEM......... T chereetans 5-17
LSC'S IN OPERATIONAL INSTRUMENTATION CABLE TRAYS ..... ceeeees 527
CONCLUSIONS . sttt ennannenrosssatoosreansonssonsnsssons Ceiseann oo 5-27

Appendix A BASIC BARE~CHARGE BLAST DATA.....eviuerrennoseernonsssonanasnssases A=l
CHARGE AT SEA LEVEL..... e esietessasettasees e ns ceeeeaeas A-1
CHARGE IN VACUUM.....ccvnvvuvnnnnn sttt etatsaes et R )

(>~}

EFFECTS OF HIGH-EXPLOSIVE CHARGE IN LIQUID PYDROGEN......... Ceenien B-1
INTRODUCTION...... Ceestanaas e teeearrtatresan Cheesr ettt ae e B-1
EQUATION OF STATE OF LHp........ ieseseraen S 1
RESULTS OF EXPLOSJON CALCULATIONS............ T

Appendix

(@]

, Appendix FLOW FROM RUPTURED TANKS......oiieiiereenvennen Cererteesia et c-1
. INTRODUCTION .t v e vvvunnvonosesnsnannsonsssssrnssnnosannosnnsasas .. C-1

VEHICLE STANDING ON LAUNCH PAD.....vevenvecnnnernnnans B
VEHICLE IN FREE FALL......... P o 4

SHOCK STREMOTH SCALING LAWS. . tiieieiiiniiteteasstnsanrocnnassanen .. D=1
INTRODUCTTION e v v v v v vnnnnnnnnss e taer ettt ettt en s D-1

. SPHERICAL WAVES IN A LIQUID....c.vviunrenenneeannn Ceraeaens veseans b~-1
SHOCK FROM SHAPED CHARGE JETS.....iiviniveeventsaassnsesnasesanss D=3

[}

Appendix

iii




NSWC TR 80-417

TLLUSTRATIONS
Figare Page
2-1 TWO-ELEMENT DESTRUCT SYSTEM, LSC/CABLE TRAY INSTALLATION — ET TOP !
VIEW. . ereeeennnnns e e e 2-2
2-2 DESTRUCT CHARGE OPTTUL'S IN INTERTANK....eovvvnuvnvonnenanns e 2-8
2-3 FIVE-ELEMENT DESTRUCT SYSTEM.. seevveeuseronnenuensonnoneansarsonsens . 2-11 .
2-4 THREE-ELEMENT DESTRUCT SYSTEM.......... e e . 2-12
3-1 INTERTANK STRUCTURE . + ¢ o vt vevennenoneonsuancncnns PP . 3-2
3-2 DEFLECTION MODE SHAPE OF ONE INTERTANK BAY......voneensoresens enees 3-3
3-3 INTERTANK STRINGER AND SKIN SECTION....evovruvereensennonennns e 3-6
3-4 TYPICAL LH) TANK BARREL SECTION........o.one.s e 3-9
3-5 LHy TANK STRINGER AND SKIN SECTION....... e e 3-10
3-6 LH, TANK DEFLECTION MODE SHAPE (LOCAL WALL LOADING).......eovvvvnnen. 3-11
3-7 TREND IN MEASURED EQUIVALENT TNT WEIGHT FROM LOX/LHZ PROPELLANT
EXPLOSIONS COMPARED TO DESIGN RULES............. e e 3-15
4-1 CONICAL TANDEM-SHAPED CHARGE ARRANGEMENT. . ..euvouuennennrnnonoonenns 4-3
4-2 HEMISPHERICALLY LINED SHAPED CHARGE......etueenvrnrnnroneanvnnnscenns 4=
: 4-3 LOCATION OF DESTRUCT SHAPED CHARGES AND DAMAGE RADIL.....veveeresnenn 4-6
3 b=t JET PENETRATION INTO LHgp TANK. .. e euoueneronenonenenensnennnnanocncees 4-7
. 4-5 METHOD OF OBTAINING INTTTAL PEAK PRESSURE GENERATED IN WATER AND
3 LIQUID HYDROGEN BY A COPPER JET FRAGMENT MOVING AT 2000 M/SEC...... 4-9
il 4-6 500 GT/FT-RDX-LOADED, CU-SHEATHED, LINEAR-SHAPED CHARGE...... R S K
) 5-1 HEMISPHERICALLY LINED CHARGE PLACEMENT IN INTERTANK....eueveennennnnn 5-3
2 5-2 HEMISPHERICALLY LINED SHAPED CHARGE FOR ALTERNATIVE ARRANGEMENT A.... 5-4
B 5-3 HEMISPHERICALLY LINED SHAPED CHARGE FOR ALTERNATIVE ARRANGEMENT B.... 5-5
E 5-4 MOUNTING LOCATION OF CHARGE IN INTERTANK. .eouevuusvueneonnenennennnns 5-7
. 5-5 MOUNTING LOCATION OF CHARGE IN CROSSBEAM. ... .ueeuenesneenneoeaneennnn 5-7
! 5-6 CHARGE PLACEMENT IN CROSSBEAM.. e et 5-8
3 5-7 REGION OF LHp TANK DOME ATTACKED BY DESTRUCT SHAPED CHARGE IN
, ORBITER CROSSBEAM. .. utvuueunsnoeennenennoenessssoasnsonssnasassnnes 529
' 5-8 SKIN PAD AND WELDS ON TANK FORWARD AND AFT GORE SECTIONS...... e 5-10
! 5-9 LHy CABLE TRAY GEOMETRY......0vvvnvurvnnn ettt vieeen. 5-11
v 5-10 LOX CABLE TRAY GEOMETRY.......... P e e 5-11
. 5-11 CABLE TRAY BRACKETS ON LOX TANK......... e e ce. 5-12
0o 5-12 BEAM CROSS SECTION...veevevrenrensennnnsn e, e ereeaea 5-13
L 5-13 TEST ARRANGEMENT (LHp TANK)....evvvuinenenenvevrnrnenersnssnsnseenes 515
! 5-14 TEST ARRANGEMENT (LOg TANK) .. tvueuveerneneneneenunenonsneenes . 8 &
& 5-15 RESULTS OF LINEAR-SHAPED CHARGE (COPPER-LINER, SO0-GR/FT, RDX-
i LOALED) ACTION ON SIMULATED CABLE TRAY/LH, TANK. e 5-17
i 5-16 RESIDUAL PENETRATION AT 1-INCH INTERVALS........... e ceeeee. 5-19
. 5-17 500~GR/FT TEST RESULT FOR CABLE TRAY APPLICATION........cvvenuenns. .. 5-21
g 5-18 LIGAMENT REMAINING IN LOX TANK SKIN AFTER LSC C'Tueveereennnnn Ceveea. 5222
3 5-19 FLAW PATTERN — LOX TANK BARREL SECTION.......cevveue.. e ceeeen. 5-24
o 5-20 LHy TANK CABLE TRAY BRACKET.....euvuvnees tneecnninnnsnencnons cev 5-25 .
& 5-21 TWO-ELEMENT DESTRUCT SYSTEM, LSC/CABLE TRA{ INSTALLATION — ET TOP
1 VIEW. . eiernenenanannns . e e e e 5-28
3 A-1 PRESSURE VS. DISTANCE FOR TNT CHARGE.. ... ovvsmrnnonnnnns Cereeeeens. AS2 .
4 A=2 REFLECTED IMPULSE FROM TNT SPHERE IN SEA-LEVEL AIR......v.eovvneenen. A=3
| A-3 REFTECTED IMPULSE FROM TNT CHARGE IN VACUUM......... e veeverv. ASS

iv




EEA N L PINNCRART £ O e ST T e s s O L g i e 5’»@5& »._avy'm,’k':‘»-&&\e\;w-

~

NSWC TR 80-417

ILLUSTRATIONS — Continued

Figure Page
B-3 BLAST FROM 1-LB SPHERICAL PENTOLITE CHARGE IN LIQUID PARA-HYDROGEN... B-3
c-1 SPILLING OF LH2 AND L02 FROM ET TANKS OPENED AT BOTTOM WHILE ON
LAUJCH PAD. e eereieenes s ettt aas .. C-3
: c-2 CRITICAL FLOW MASS FLUX OF HYDROGEN LIQUID/VAPOR MIXTURE.....0uvuunn. C-6
& c-3 CRITICAL FLOW MASS FLUX OF NITROGEN LIQUID/VAPOR MIXTURE......e...... C-7
: C-4 P-V EXPANSTION PATHS TOR LHg.ueuuvuueiusneonuenessacesonssnssnnsecsss C=9
- c-5 P-V EXPANSION PATHS FOR LO2..tvuussvuneesnnnesnnassnnnennns ceeeseeee. C-10
: C~6 DUMPING OF LHy DURING FREE FALL....tveerervenrevnnsncnesonnnennnssssss C-11
3 c-7 DUMPING OF LOj DURING FREE FALL . o v evn oo 12
g c-8 MASS FLUX OF LHy DURING FREE FALL AT FLIGHT TIME OF 100 SECONDS. . C-13
¢ c-9 MASS FLUX OF LO, DURING FREE FALL AT FLIGHT TIME OF 100 SECONDS. . .... C-14
3
)
g TABLES
4
2 Table Page
£
E 1-1 FT FLUID VOLUMES AND PRESSURES.......... N R
B 2-1 COMPARISON OF ORDNANCE DEVICES AND SYSTEMS......ouvveuvsnnsnesnsnnnn 24
¢ 3-1 CHARGE WEIGHT VS. HOLE SIZE — LOX AND LH, TANK DOMES................. 3-8
g 3-2 SUMMARY OF IMPULSE REQUIREMENTS TO RUPTURE ET STRUCTURE.............. 3-13
. 3-3 TNT EQUIVALENCE OF ET EXPLOSION...cvvvevunnnnnnseronnecoesssnsnaesess 3=16
- 4-1 DESTRUCT CHARGE SPECIFICATIONS. .. uuvvevnneernneesonnnennaseens e . 4-11
4=2 HNS/TEFLON, 90/10, QUALIFICATION TEST RESULTS (6 LB CHARGE) ceve 4-11
4-3 LSC DESTRUCT CONFIGURATIONS FOR INTERTANK OPTIONS.....r...ovevenosns. 4o15
5-1 WEIGHTS OF COMPONENTS FOR HEMISPHERICALLY LINED SHAPED CHARGES IN
HYBRID SYSTEM. P PP o 1
5-2 TEST RESULTS OF RDX-LOADED LINEAR-SHAPED CHARGES (LHy TANK).......... 5-16
5-3 TEST RESULTS OF RDX~LOADED LINEAR-SHAPED CHARGES (LOX TANK) . .e.. 5-18
5-4 SUMMARY OF RECOMMENDED LINEAR-SHAPED CHARGE SPECIFICATIONS........... 5-26
A-1 EFFECTS OF TNT CHARGE AT STANDOFF DISTANCE OF 2 FEET FROM LHy TANK

0 e




s e A

NSWC TR 80-417

CHAPTER 1

BACKGROUND

INTRODUCT ION

A number of explosive ordnance system options were analyzed for defeating the
structural integrity of the external tank (ET) of the Space Shuttle upon command of
the range safety officer. In destructing the ET, rapid dumping and minimum mixing
of the LOX and LH2 contained in the ET were specific objectives. In some of the
options studied, the ordnance is contained in the intertank (IT) with the explosive
forces directed against the IT walls and the lower LOX tank and upper LH; tank domes
and walls. In other options, all ordnance material is located outside the ET, with
the explosive power directed against the IMX and LH) tank walls. 1In a third option,
ordnance is located inside the IT and outside the ET — a so-called hybrid system —
with explosive forces directed at the lower portions of the LOX and LH2 tanks.

The number of options analyzed was large, because many demands for the total
system had to be satisfied. Assured destruct at all stages of flight from lift-off
to orbiter separation, light weight, commonality of ordnance for LOX and LHj tank
destruct, safety and reliability of the ordnance, minimum structural and design
changes to the Space Shuttle system, and minimum mixirg of the dumped LOX and LHjp
were some of the coiditions that had to be considered. The extent to which these
conditions could be meat provided the criteria by which the different options could
be and were evaluated. Analysis and some tests indicated that a system consisting
of linear-shaped charges ‘LSC's) mounted into the operational instrumentation (0I)
cable trays outside the ET would best meet the destruct requirements.

The requirement for an ordnance system dedicated to destruct the ET became
evident, in part, after the earlier Phase I study of rhe then current design of the
Space Shuttle Command Destruct System indicated that Aestruct of the ET, and specif-
ically tho LHp tank of the ET, was not assured for ali light times from lift-off to
100 seconds. In this early system, there was no explosive ordnance system on the
ET itself. ET destruct was largely dependent on the blast, thrust, and fragment
forces generated by the solid rocket boosters (SRB's) attached to the ET upon com-
mand destruct of the SRB's. (Destruct of the LOX tank portion of the ET was to be
accomplished by conically shaped charges 1lncated in the SRB frustums and directed at
the LOX tank.)

In this early study, two destruct models for destroying the LH9 tank of the ET
were investigated. One model considered a clamshell-type longitudinal opening of
the SRB's which generated large lateral inboard thrusts on the ET. The other

1-1
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examined a catastrophic and rapid hreakup of the SRB's, creating blast and fragments

to impact the ET with destructive force. The two models were considered to be

mutually exclusive, i.e., if one model were realized in actuality, the other would

not be. The blast model predicted the catastrophic buckling of the LHy tank at all

time of interest into flight. However, the degree of rupturing (tearing) and the 3
rate of LH) dispersal were difficult to quantify. The c'amshell model was predicted
to have more modest destruct capabilities. Destruct of the LH, tank was predicted
for late times into flight, i.e., 50 and 100 seconds, but at earlier times, i.e.,

0 and 10 seconds, destruct was considered marginal or unlikely.

With no clear indication as to which model of SRB destruct would prevail in
actuality and considering the marginal nature of the subsequent LHy tank destruct,
particularly in the clamshell analysis, it was concluded in the Phase I study that
ET destruct via SRB destruct was not assured for all the flight times and conditions
of interest.

This Phase II study was initiated to explore and analyze destruct system ordnance
alternatives which would assure ET breakup and rapid dumping of the LOX and LH2. The
options to be analyzed would produce explesive forces that directly attacked the ET
(both the LOX and LH2 tanks) without depending on SRB destruct mechanisms. Since
there was rno deperdence on SRB actions or presence, the range of flight time interest
could be extended to post-orbiter separaticn.

OBJECTIVES
The guidelines, assumptions, and objectives of Phase IT changed as the study
progressed. These changes provided a broader range of options than first considered.
The initial set of assumptions and scope of work as specified by NASA were as follows.
ASSUMPTIONS
1. The Triplex Command Destruct System shall be the baselined design.
2. Configurations to be considered:
a. Nominal first-stage cluster (2 SRB's plus orbiter/ET).
b. First-stage cluster with one SRB inadvertently separated.

c¢. Nominal second-stage cluster (ET/orbiter).

3. The SRB destruct system will not include conically shaped charges mounted
in the SRB frustum for the purpose of destructing the ET LOX tank.

SCOPE OF WORK. Part I, based on the assumptions outlined above, analyzes the
destruct system ordnance options for installation in the ET intertank region (between
the LOX and LHp tanks). This analysis should consider such devices as conically
shaped charges, pancake charges, bi-directiona’ charges, etc., and will produce the
following end products:

1. Determination of the most effective type of charge for ET propellant dis-
persion (both LOX and LH2 tanks) in accordance with Eastern Test Range
requirements.
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2, Definition of the optimum location for the charge installations in the ET
intertank which will produce catastrophic failure of both propellant tanks, with the
minimum yield resulting from destruct action. <Charges must be redundant and redun-
dantly initiated by a confined detonating fuse (CDF).

It must be noted that in this initial statement of work, the ordnance system
options were limited to installation in the IT region between the LOX and LH2 tanks
constituting the ET. It soon became apparent that this limitation imposed severe
design and operational problems, particularly in terms of the large weight of ordnance
items required, and the relatively high degree of LOX-LHy mixing anticipated.

To ease these problems, the guidelines were modified to permit destructing the
LHy tank by means of an externally located shaped charge positioned in the cross
beam connecting the aft end of the orbiter to the ET. Also, the requirement for
redundancy was dropped.

Once the initial specification to contain all ordnance items in the IT was
breached, the next logical step was to permit analysis ¢f .ptions using all the neces-
sary explosive ordnance items outside the IT. 1In fact, i. is this later option which
is recommended for ET destruct. The description of the recommended system and the
other options studied are described in the following chapters,

DISCUSSION

Some elaboration of the assumptions, scope of work, and objectives as initially
stated and as they evolved may be useful in putting the following chapters into
proper perspective.

The called for Triplex Command Destruct System consists of three separate explo-
sive ordnance systems, two dedicated to SRB destruct and the third to ET destruct.
The two SRB destruct systems are identical, consisting of LSC's mounted outboard and
along about 75 percent of each SRB length. The function of this system is twofold:
(1) to rupture and destroy the SRB's and thus terminate the forward thrust of the
Space Shuttle; and (2) through the SRB hydrodynamic and mechanical destruct effects,
e.g., blast, fragments, and lateral thrust of the ruptured SRB, buckle and destroy
the LHy portion of the ET and thus dump the LHy. This system works for SRB destruct
and, in general, for ET destruct so long as at least one of the SRB's is attached to
the ET when the command destruct signal is given. However, as noted earlier and
described in dertail in Phase I, assured destruct of the ET at early times into flight
is marginal and, perhaps, unlikely.

The purpose of the third system is to overcome this marginal situation by pro-
viding ordnance to produce directly catastrophic failure of the ET upon command.
Dependence on the presence of functioning of the SRB destruct system is not neces-
sary. With a system dedicated solely to ET destruct, times of interest “or destruct
action can now extend from 1ift-off to second-stage deployment when only the ET and
the orbiter make up the cluster. For command destruct signals initiated when one or
both SRB's are part of the cluster, the SRB destruct effects can be considered as
bonus effects enhancing the effectiveness of the ET destruct system.

Ef fective ET destruct is the obvious goal. But what is effective? 1In the con-
text of the range safety problem the command destruct system is designed to solve,
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the Air Force Eastern Test Range Manual (AFETRM-127-1) serves as an official guide.
It states:

4.3.1.3.1.2 For liquid propellant stages using nontoxic propel-
lants, the destruct charges must cause penetration of the pro-
pellant tanks, both fuel and oxidizer, to the extent necessary
for rapid dispersion of the propellants. The intent of this
requirement is to ensure the maximum possible amount of propel-
lants are dispersed before vehicle impact with the ground. This
will reduce the impact area hazard by reducing the explosive
yield.

Penetration of the tanks is given as a specific structural requirement for a
destruct system. However, the intent of this penetration (or catastrophic failure as
outlined in the initial work statement) can be considered the governing measure of
the destruct system's effectiveness. This intent is to reduce the blast and fragment
hazards associated with the dispersal, mixing, and potential explosion of the LOX and
LHy upon rupture of the ET.

While the AFETRM concerns itself primarily with hazards upon impact with the
ground, NASA is also concerned about the hazards to the Space Shuttle orbiter and its
occupants. Hence, minimum explosive yield due to destruct action at all times of
flight is called for in the Scope of Work. The Scope of Work further calls for con-
sideration of such explosive devices for ET destruct as conically shaped charges,
pancake charges, bi-directional charges, and others. The specified charges were all
considered along with hemispherical and linsar-shaped charges, omni-directional bare
and cased charges, focused blast and projectile charges, and continuous rod charges.

This multiplicity of charge types permitted many options to be examined — options
of charge placement and options of destruct mechanisms. Initial guidelines required
all ovdnance items to be contained in the IT. This limitation was imposed with the
desire to keep ET design changes incurred by the addition of the ET destruct system
to a minimum. However, it soon became evident that IT locations imposed severe
limitations and compromised performance for all of the options analyzed: ordnance
weight was large, and for all tut one of the many systems studied, LOX and LH7 mixing
would potentially produce high blast yields. This one exception, an explosive pro-
jectile penetrator, had the dubious distinction of requiring the most development
time. Later guidelines permitted ordnance to be located outside the IT. This pro-
vided more options and, as indicated earlier, the externally mounted LSC's offered
the best solution to effective ET destruct.

The several destruct mechanisms provided by the explosive charges were consid-
ered in the options. These mechanisms include shock waves in wir and liquids, e.g.,
LOX and LH3, explosion product gases and debris, fragments from cased charges, and
jets of metallic material from shaped charges.

Airblast — the pressure wave of fin.te amplitude generated in air by an explo-
sion — was a primary damage mechanismm. -ut as the altitude of concern increased
with increased time into flight and near vacuum atmospheric conditions were
approached, blast became a less effective damage mechanism. This resulted in the
need for larger and larger charges to produce the same desired degree of ET damage
as could be obtained at sea level with smaller charges. Jets, fragments, and
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explosion gases and debris products do not suffer from these shortcomings; hence,
they became viable contenders in many of the options as the primary damage
mechanisms, In fact, the jet produced by LSC's proved to be the most effective ET
destruct mechanism.

The immediate purpose of the ET destruct system is, of course, penetration or
catastrophic rupture of the ET, resulting in rapid dumping of the LOX and LH,,
particularly at altitude. The size of the penetrations and ruptures and the rate of
dumping are more than just functions of the destruct explosive performance; they are
also functions of the pressure across the ET walls and the amount of LOX and LI, in
the tanks at any particular time into flight. These too are functions of altitude.
The range of interest for the destruct charge to operate extends from lift-off to
about 450 seconds into flight, from sea level altitude to about 378,000 feet, from
atmospheric pressures of 14.7 psi to 9.7 x 10-8 psi or near vacuum conditions. Some
of these items of interest for discrete times are shown in Table 1-1.

As indicated in the Scope of Work Statement, blast yield of the mixed LH9 and
LOX is of concern. But the pressure amplitudes at different distances from any given
yield are important in tcrms of hazards to ground installations and Space Shuttle
componerts. These pressure versus distance relationships are strongly dependent on
the altitude at which the LOX and LH; mixture explodes. At high altitudes, i.e.,
low atmospheric pre:sures, the pressure generated by a given yield at a given distance
is considerably less than that at lower altitude, such as sea level. All the fore-
going altitude depeadent phenomena and effects are taken into account in this report.

It is reiterated that the efforts in this study cecacentrated on ET destruct,
i.e., rupturing both the LOX and LH; tanks with ordnance items dedicated solely to
ET destruct. No dependence or ordnance items on the SRB's or SRB destruct actions is
necessary, as was the case in the Phase I study. However, the ° ‘s damage effects
to the ET resulting from SRB destruct mechanisms are recognized. .is bonus will be
encountered in the nominal first-stage cluster when both SRB's are attached to the ET
and for the first-stage cluster when one SRB is inadvertently separated. The increased
severity of rupture in the LHp tank, and probably in the LOX tank, may be a mixed
blessing. On one hand, there 1is the probcbility that the enhanced damage will bring
about more mixing of the dumped LOX and L[H? with a concurrent potentially larger blast
yield. On the other hand, the more rapid dumping may bring about greater dispersal of
the LH7 and LOX with a lesser potential blast yield resulting. These situations were
not analyzed. It is believed that the analysis of and predictions for the basic ET
destruct system are adequate for planning and operaticnal purposes. The "bonus
effects" if analyzed in all their complexity would be very time~consuming and would
not significantly change the basic results,

SUMMARY
With the foregoing discussion attempting to put the study in time and technology

perspectives, and hopefully serving as a catalyst to bring the succeeding chapters
into a coherent whole, the objectives of the task are summarized.
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TABLE 1-1 ET FLUID VOLUMES AND PRESSURES

LOX Tank N LH9 Tank
Ullage LOX Ullage LHy .
Temp (°F) -210 to -124 -297 -372 to ~180 -423
Total Vol (ft3) 19,610 53,510 .
Vol (ft3) at 0 sec 600 19,010 2,180 51,330
10 1,010 18,600 3,270 50,240
50 2,540 17,070 7,360 46,150
100 4,520 15,090 12,640 40,870
350 14,750 4,860 49,140 13,370
450 18,640 970 50,600 2,910
Mass (lb) at 0 sec 1.345 x 106 2.258 x 107
10 1.316 x 106 2.2:0 x 105
50 1.208 x 106 2,050 = 107
10n 1.068 x 106 1.798 x 102
350 0.344 x 106 0.588 x 103
450 0.0685 x 106 0.128 x 103
Height (in) at 0 sec 500 1,080
10 _ 475 1,055
50 415 975
100 360 865
350 140 310
450 55 95
Ullage Pressure 20 psia to 32 psia to
25 psig 37 psia
Pressure at 0 sec 5-25 25-45 at bottom| 17-22 20-25 at bottom
across tank 10 6-25 39-58 18-23 23-28
wall (psi) 50 15-25 39-49 27-32 30-35
100 20-25 62-67 32-37 38-43
350 20-25 32-37 32-37 34-39
450 20-25 27-32 32-37 33-38

The basic objective of the Phase II study was to analyze and provide conceptual
designs for destruct ordnance options required to produce catastrophic failure of
both liquid propellant tanks comprising the ET. Important considerations were:

1. Rapid duvmping of the LOX and LHy at altitude.

2. Minimum mixing of the LOX and LH) to achieve minimum potential blast yield
of the mixture. v
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3. Minimum weight of ordnance devices.
4., Commonality of ordnance devices.

5. Location of ordnance devices.
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CHAPTER 2

EXECUTIVE SUMMARY

OBJECTIVES AND ANALYSES

More than a dozen explosive systems to destruct the external tank (ET) of the
Space Shuttle upon command of a range safety officer were designed in concept and
evaluated ir this Phase II study. Based on the relative merits of these systems,
linear-shaped charges (LSC's) mounted in the Operational Instrumentation (0I) trays
of the LH7 and LOX tanks (Fig. 2-1) are considered to be the most effective way of
meeting the objertives.

In the earlier Phase I study it was determined that the Command Destruct Sys-
tem, as then designed, did not assuredly bring about the desired destruction of the
ET at all times of interest. In this early system, ET destruct was dependent on the
mechanical and hydrodynamic effects generated through the operation of the explosive
system used to destruct the attached solid rocket boosterg (SRB's).

This Phase I1 study had as its objectives the analysis of ordnance systems
dedicated solely to ET destruct, evaluating the relative nerits of each system, and
then, suggesting a most feasible system for development, verification, and demon-
stration, Although catastrophic failure of the liquid propellant tanks was the major
objective, other objectives or concerns had to be considered. Effective destruct had
to be attained at all times into flight from 1lift-uff to second-stage separation.
"Effective" was defined as rapid dispersal of .the LOX and LH)y with minimum mixing so
that the potential blast yield of the mixture would be at a minimum., Recognizing the
weight restrictions common to space vehicles, it was necessary to strive for small
ordnance systems. To avoid unduly severe environments for the ordnance items and to
achieve more or less ready placement of the items, location of the ordnance items in
and about the ET had to be considered. Costs and development times were also of
concern.

in the study, destruct system ontions were analyzed with all of the toregoing
in mind. The first ciep in the analysis was to ascertain that the ordnance item
could cause LHj and LOX tank breakup. If this criterion was met, the other consid-
erations were irnvestigated. As it turned out, many of the systere and devices
studied were found wanting in many of these characteristics. S.ome were much too
heavy, some quite expensive, others difficult to position for effective operation,
and still others required much development and advanced technology. These findiugs
are noted for the systems studied. They, in fact, provided the basis for selecting
and suggesting the best system to accomplish the desired objectives.




